
 PRODUCT PHOTOS & BRAND IMAGES 
SLIDING DOORS



1

T0-black

T2-black

TD9-black

T1-black

TD8-black

TD10-black

T0

T2

TD9

T1

TD8

TD10



2

RAW Lift - Sliding Door 
Sliding doors and fixed frames 

All our sliding doors are crafted to last a lifetime. Experience the high-quality design and effortless operation even in 
large dimensions. The sliding doors are delivered in laminated finger jointed pine. 

MODEL TD1 MODEL TD2 MODEL TD9 

RAW sliding doors are finished with wood on the inside and aluminum on
the outside.

The doors are delivered on specially made pallets with protection, for branch
or directly to the construction site.

TD1 (Fast) door is available from min width 670 mm, max width 3160 mm min height 1390 mm, max height 2490 mm
TD2 (Type A, 2-part) door is available min width 1200 mm, max width 4290 mm min height 1390 mm, max height 2490 mm
TD9 (Type C, 4-part) door is available from min width 2290 mm, max width 7990 mm min height 1390 mm, max height 2490 mm 

THRESHOLDS HANDLES
Customise the doors with these 
stylish handles. The sliding 
doors are delivered with handle 
and cylinder on the inside, and 
finger pull grip on the outside as 
standard. 

Note: If customer is sinking the 
threshold down in the floor, make 
sure to add height to the unit if 
necessary. 
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Connection piece for recessed doorframe

www.raw-products.info

Samleled til indbygningskarm
Samleledd til innbyggingsramme
Monteringsled till inbyggnadskarm
Sisään rakennettavan karmin liitoskappaleet

34mm 34mm

Figure 1 / Fig. 1 / Kuva 1

Figure 2 / Fig. 2

B B

Figure 3 / Fig. 3

A

34mm 34mm

A B

x1 x2

LOW RES
PHOTOS

RAW Lift - Sliding Door 
Sliding doors and fixed frames 

All our sliding doors are crafted to last a lifetime. Experience the high-quality design and effortless operation even in 
large dimensions. The sliding doors are delivered in laminated finger jointed pine. 

MODEL TD1 MODEL TD2 MODEL TD9 

RAW sliding doors are finished with wood on the inside and aluminum on 
the outside or as wooden doors inside and out, without aluminium.

The doors are delivered on specially made pallets with protection, for branch
or directly to the construction site.

TD1 (Fast) door is available from min width 670 mm, max width 3160 mm min height 1390 mm, max height 2490 mm
TD2 (Type A, 2-part) door is available min width 1200 mm, max width 4290 mm min height 1390 mm, max height 2490 mm
TD9 (Type C, 4-part) door is available from min width 2290 mm, max width 7990 mm min height 1390 mm, max height 2490 mm 

THRESHOLDS HANDLES
Customise the doors with these 
stylish handles. The sliding 
doors are delivered with handle 
and cylinder on the inside, and 
finger pull grip on the outside as 
standard. 

Note: If customer is sinking the 
threshold down in the floor, make 
sure to add height to the unit if 
necessary. 

17
.0

6.
20

22
 



3


